HP LCD Monitor Software and Reference Library CD

Version 2.00  Rev. A


DISPLAY REFERENCE LIBRARY MENU

Operating systems supported:  Microsoft Windows 95, 98, ME, NT 4.0, 2000 and XP
Products supported:  HP vs15, vs15c, vs17, vs17c, vs19, vs19c, f1705 and 
f1905 flat panel LCD monitors.

Insert the compact disc into the CD-ROM drive. A menu of the available options is 
automatically displayed. Click the option you wish to select. (Language displayed 
is determined by (a) your Windows Regional Settings and (b) languages supported in 
documentation available on the CD.)

To run the CD if it does not run automatically (for example, if Autorun is disabled 
on the system):

1.    Click Start-->Run. Type 

      X:\Display_Menu.exe 

      where X is the drive letter designator for the CD-ROM drive.

2.    Click OK.

Or, using Windows Explorer, browse the CD and double-click the X:\Display_Menu.exe icon 
in the root directory of the CD.


********************************************************************************************


ADOBE ACROBAT READER

Operating systems supported:  Microsoft Windows 95, 98, ME, NT 4.0, 2000 and XP

Adobe Acrobat Reader 5.0 or later is supplied on this CD and can be installed from the 
Display Software and Reference Library menu. 


********************************************************************************************


INF AND ICM FILES

The INF file designates software and defines monitor resources used by Microsoft 
Windows 95, 98, ME, 2000, and XP to ensure monitor compatibility with your computer's 
graphics adapter.  

The ICM color profile is used in conjunction with graphics programs to provide 
color matching consistency from monitor screen to printer. 
The ICM file is activated from within the graphics programs that have this feature.  
The ICM color profile is not operating system specific, and is written in accordance 
with the International Color Consortium (ICC) Profile Format Specification.

An option in the Display Reference Library menu allows you to install the INF and ICM 
files for your monitor.

NOTE: Expanded INF and ICM files for your monitor are located on the monitor
      Software CD under the  X:\Helpfiles\Commonfiles\Inf_Icm  folder 
      (where X is the drive letter designator for the CD-ROM drive).


Manual INF and ICM Installation

Microsoft Windows 2000 and Windows XP support Digital Signature technology for all software 
drivers.  The HP LCD INF driver software on this CD does contain a digital signature and it will
be installed when the INF and ICM setup program is initiated from the Display Software and 
Reference Library menu (Display_Menu.exe).  For Microsoft Windows 95, 98 and ME, the INF and
ICM install program will correctly install non-digitally signed driver files.

In the event of an installation error or if you just prefer to manually install the INF and ICM files, 
follow the steps below.  Instructions may vary between computer systems.

WINDOWS 95
1) Attach HP LCD monitor directly to your computer.
2) Restart your computer.
3) Click on START -> SETTINGS -> CONTROL PANEL.
4) Select/enter into the DISPLAY control panel.
5) Click on the SETTINGS tab.
6) Click on CHANGE DISPLAY TYPE or ADVANCED button(differs between versions of Windows 95).
7) Under Monitor Type, click on CHANGE button.
8) Click on HAVE DISK button and navigate to the following directory: x:\Helpfiles\Commonfiles\Inf_Icm  
   directory(where X is the drive letter designator for the CD-ROM drive).
9) Click on the OK button.
10) Under Models list, select your HP LCD monitor name and then click OK button. 
    The monitor driver files are copied to your computer.
11) Click on the OK button.
12) Click on the CLOSE button to save the settings.
13) Click YES button if prompted to accept the new refresh settings.
14) Click OK button to close the Display Properties control panel.

WINDOWS 98
1) Attach HP LCD monitor directly to your computer.
2) Restart your computer.
3) Click on START -> SETTINGS -> CONTROL PANEL.
4) Select/enter into the DISPLAY control panel.
5) Click on the SETTINGS tab.
6) Click on the ADVANCED... button.
7) Click on the MONITOR tab.
8) Click on the CHANGE button.
9) Click on the NEXT button.
10) Select "Display a list of all the drivers in a specific location, so you can select the driver
    you want." option.
11) Click on the NEXT button.
12) Click on the HAVE DISK button.
13) Click on BROWSE button and navigate to the following directory: x:\Helpfiles\Commonfiles\Inf_Icm  
    directory(where X is the drive letter designator for the CD-ROM drive).
14) Select your HP LCD monitor ".inf" file and click the OK button.
15) Click on OK button.
16) Click on NEXT button.
17) Click on NEXT button.  The monitor driver files are then copied to your computer.
18) Click on the FINISH -> CLOSE -> OK buttons.

WINDOWS ME
1) Attach HP LCD monitor directly to your computer.
2) Restart your computer.
3) Click on START -> SETTINGS -> CONTROL PANEL.
4) Select/enter into the DISPLAY control panel.
5) Click on the SETTINGS tab.
6) Click on the ADVANCED... button.
7) Click on the MONITOR tab.
8) Click on the CHANGE button.
9) Select "Specify the location of the driver(Advanced)" option.
10) Click on the NEXT button.
11) Select "Display a list of all the drivers in a specific location, so you can select the driver
    you want." option.
12) Click on the NEXT button.
13) Click on the HAVE DISK button.
14) Click on BROWSE button and navigate to the following directory: x:\Helpfiles\Commonfiles\Inf_Icm  
    directory(where X is the drive letter designator for the CD-ROM drive).
15) Select your HP LCD monitor ".inf" file and click the OK button.
16) Click on OK button.
17) Click on NEXT button.
18) Click on NEXT button.  The monitor driver files are then copied to your computer.
19) Click on the FINISH -> CLOSE -> OK buttons.

WINDOWS 2000
1) Attach HP LCD monitor directly to your computer.
2) Restart your computer.
3) Click on START -> SETTINGS -> CONTROL PANEL.
4) Select/enter into the DISPLAY control panel.
5) Click on the SETTINGS tab.
6) Click on the ADVANCED... button.
7) Click on the MONITOR tab.
8) Click on the PROPERTIES button.
9) Click on the DRIVER tab.
10) Click on the UPDATE DRIVER... button.
11) Click on the NEXT button.
12) Select "Display a list of the known drivers for this device so that I can choose a specific
    driver." option.
13) Click on the NEXT button.
14) Click on the name of your monitor if in the list provided.
    IF not listed, then click the HAVE DISK button.
15) Click on the BROWSE button and navigate to the following directory: x:\Helpfiles\Commonfiles\Inf_Icm  
    directory(where X is the drive letter designator for the CD-ROM drive).  
16) Select your HP LCD monitor ".inf" file and click the OK button. 
17) Click on the OK button.
18) Click on the NEXT button.
19) Click on the NEXT button.
20) Click on the FINISH -> CLOSE -> OK -> OK  buttons to exit the Display control panel.

WINDOWS XP
1) Attach HP LCD monitor directly to your computer.
2) Restart your computer.
3) Click on START -> SETTINGS -> CONTROL PANEL.
4) Select/enter into the DISPLAY control panel.
5) Click on the SETTINGS tab.
6) Click on the ADVANCED... button.
7) Click on the MONITOR tab.
8) Click on the PROPERTIES button.
9) Click on the DRIVER tab.
10) Click on the UPDATE DRIVER... button.
11) Select "Install from a list or specific location (Advanced)." option.
12) Click on the NEXT button.
13) Select "Don't search. I will choose the driver to install" option.
14) Click on the NEXT button.
15) Click on the name of your monitor if in the list provided.
    IF not listed, then click the HAVE DISK button.
16) Click on the BROWSE button and navigate to the following directory: x:\Helpfiles\Commonfiles\Inf_Icm  
    directory(where X is the drive letter designator for the CD-ROM drive).
17) Select your HP LCD monitor ".inf" file and click the OK button. 
18) Click on the OK button.
19) Click on the NEXT button.
20) Click on the FINISH -> CLOSE -> OK -> OK  buttons to exit the Display control panel.


MICROSOFT WINDOWS NT 4.0 INF AND ICM INSTALLATION NOTES:
Microsoft Windows NT 4.0 does not currently use monitor INF files.
Display Resolutions in Windows NT are controlled by the computer's graphics adapter.  
There is no Monitor selection unless the graphics adapter includes this
option with its own proprietary video drivers (which do not ship with Windows NT).
The ICM color profile file can be used within Windows NT and is activated
from within the graphics programs that have this feature.


PLUG AND PLAY COMPATIBILITY: 
HP monitors are Microsoft Windows Plug and Play compatible.
HP monitors will work correctly without their INF file installed. 
With the monitor attached directly to your computer, and without the INF file installed, 
Microsoft Windows 95, 98, ME, 2000 and XP will recognize your HP monitor as a 
"Plug and Play Monitor."  
The correct resolutions will be available in the Windows Display control panel.
Note that monitor Plug and Play compatibility is dependent on several items:
    a) The computer's graphics card must be VESA DDC2 compliant.
    b) The graphics card driver must be installed and the card recognized by Microsoft Windows.
    c) The monitor must be connected directly to the graphics card.
        Plug and Play does not work through the separate BNC type 
        connectors nor through distribution buffers or boxes.



********************************************************************************************


HP ADJUSTMENT PATTERN.EXE

VERSION: 2.00 Rev A

OPERATING SYSTEM(S): 
Microsoft Windows 98
Microsoft Windows Millennium Edition (ME)
Microsoft Windows 2000
Microsoft Windows XP 32-bit Personal
Microsoft Windows XP 32-bit Professional

DESCRIPTION: This CD contains the HP Auto-Adjustment utility, which is a single pattern
program designed to help improve the picture quality of your HP flat panel monitor using the
analog (VGA) connector(s).
An option in the HP Display Software and Reference Library menu allows you to execute
the Adjustment Pattern.exe utility.


Note: Do not use the following procedure if your flat panel monitor is using a DVI connector option.
      There is no need to use this adjustment software with digital (DVI) signals.
      

To use the Adjustment pattern with your flat panel monitor:

1. Execute the auto-adjust function from the OSD main menu. 
2. If the result is not satisfactory, start the "Adjustment pattern.exe" program and repeat step 1.


Image quality characteristics that can be improved:  
- Fuzzy or unclear focus
- Ghosting, streaking or shadowing effects
- Faint vertical bars
- Thin horizontal scrolling lines
- Centering the picture


Note:  To achieve optimal picture performance, it is recommended that you always set the operating 
system display mode to your flat panel's native resolution.  See list below for reference.
14in. and 15in. flat panels = 1024x768
17in., 18in. and 19in. flat panels = 1280x1024
20in. and 21in. flat panels = 1600x1200
23in. Wide flat panels = 1920x1200


********************************************************************************************
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